
TESLA 

EC DECLARATION OF CONFORMITY 
No.: 15/20 10 

The undersigned, representing the following manufacturer 
Manufacturer: TESLA STROPKOV, a. s. 
Address: Hviezdoslavova 37146,09 1 12 Stropkov, Slovak Republic 

or representing the manufacturers authorized representative established within the Community 
(or the EEA) indicated hereafter (when applicable) 

authorized representative: TESLA STROPKOV, a. s. 
address: Hviezdoslavova 37/46,09 1 12 Stropkov, Slovak Republic 

herewith declares that the product 
product identification: DDV KARAT 2 BUS s LCD displejom TESLA 

Set: 4 FP 110 83.201,4 FN 231 08.1,4 FN 231 32.1,4 FN 231 34.1, 
TM13 - 4  FN 231 33.1,4 FN 877 01,4 FP 672 59 

Derived types: 4FN231 29,4FN231 30,4FN231 31 

is in conformity with the provision of the following EC directive(s) 
(including all applicable ammendments) 
Reference no. I title I] 

1-20041 1 08/EC I EMC Directive 1 
References of standards and/or technical specifications applied for this declaration of conformity, 

Certificate No.: 00335/101/1/2010 of 15.12. 2010 

or parts thereof: 
- harmonised standards: 

Identification Notified Body: EVPU, notified body number 1293 ,TrenEianska 19,O 1 8 5 1 NOVA 
Dubnica, Slovak Republic 

Nr 
EN 55022 

EN 55024 

EN 61 000-3-2 

EN 61000-3-3 

Date: 22.12.2010 

Place: TESLA STROPKOV, a. s., Hviezdoslavova 37146,091 12 Stropkov, SR 

And that the standards and/or technical specifications referenced have been applied. 
Last two digits of the year in which the CE marking was affixed: 10 

J 

Issue 
2006 + A 1 : 2007 

1998 + A 1 :200 1 + 
A2: 2003 
2006 + A1 : 2009 + 
A2: 2009 
2008 

Name: Ing. Vladimir Michal 

Title 
Information technology equipment - Radio disturbance characteristics-l,imits and ~ucthods of 
mesurement 
Information technology equipment - Immunity characteristics-Limits and methods of 
mesurement 

H'ectromagnetic compatibility (EMC). Part 3-2: Limits. Limits for harmonic current t.mi~;sions 
(equipment input current <= 16 A per phase) 

------ 
Electromagnetic compatibility (EMC). Par1 3-3: Limits. Limitation of voltage changes, voltage ' 
fluctuations and flicker in public low-voltage supply systems, for equipment with rated current 
<=I6 A per phase and not subject to conditional connection. 

Function: Quality Management 

Signature: 
/ 


